
Designed for Rapid 
Set® TRU® PC Polished 
Concrete to improve 
the consistency of the 
aggregate appearance 
at the surface. Also 
ideal for Rapid Set® 
LevelFlor® pre-leveling 
fills up to 1-¾".

Designed for use with 
Rapid Set® TRU® Self-
Leveling, and TRU® 
Gray Self-Leveling, 
and LevelFlor®. Closely 
spaced spikes are more 
effective at releasing 
trapped air in these fine 
aggregate self-leveling 
products without 
leaving a pattern in the 
finished surface.

CTScement.com  •  800.929.3030 

Releases trapped air that is produced during mixing • Significantly reduces pinholes 
Produces a flatter floor than conventional tooling • Threaded handle adapter • Easy to clean

Two Specialty Finishing Rollers for Self-Leveling Overlays

SPIKED ROLLERS

TRU® SELF-LEVELING SPIKED ROLLERTRU® PC SPIKED ROLLER

•	18" wide finishing roller

•	�2" polypropylene spikes with ½" space 
between spikes

•	Heavy-duty aluminum frame 

•	High-grade stainless steel hardware

•	�Acts as a leveling tool without pushing 
down the aggregate

•	24" wide finishing roller

•	�1-¼" long, 1/64" super thin stainless 
steel spikes

•	Easily place up to ½" deep pours 

•	�Removes rake lines, assists leveling, and 
improves uniformity of the finished floor
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