SCOFIELD® Formula One Guard-W
TM

SCOFIELD® Formula One™ Guard-W is a VOC-compliant, cost-effective finish that will improve
the gloss level and surface durability of ground and polished concrete when used with a highspeed burnisher. After polishing, concrete surfaces treated with SCOFIELD Formula One
Guard-W will demonstrate enhanced clarity; the final color will generally be deeper than that
of the original installation.
Packaging:
Available in 1-gallon (3.8L) and 5-gallon (18.9L) pails and 55-gallon (208L) drums.
Coverage:
Is determined by the porosity and profile of the concrete floor at the time of treatment. Polished
concrete will usually require an application rate of 1500-2000 square feet per gallon (3050-4050 m2/L)
for each coat. To insure complete and proper coverage, two coats must be applied prior to burnishing.
Uses:
Interior architectural or ground and polished floors.
Improve clarity and gloss level.
Application:
After SCOFIELD Formula One Lithium Densifier MP has been applied and grinding and polishing is
complete, the concrete surface must be allowed to dry completely prior to application of SCOFIELD
Formula One Guard-W.
After the proper amount is applied and evenly spread, allow the first coat of SCOFIELD Formula One
Guard-W to dry, generally 20-40 minutes between coats, depending on temperature and humidity.
After all coats have been applied and are thoroughly dried (usually 30–60 minutes, depending on
temperature and humidity), the surface is polished with high-speed burnisher using diamondimpregnated pads.
After burnishing is complete, all treated and finished surfaces must be thoroughly inspected to verify
and approve installation and safety, including wet and dry slip resistance, prior to opening the area to
traffic.
Keys to Success:
Follow the directions.
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Maintenance:
Scheduled scrubbing with water and a neutral cleaner or alkaline cleaner.
Spills should be cleaned up when they occur in accordance with good housekeeping practices.
No waxes or subsequent surface treatments are necessary in most applications but if wax or floor finish is used it
should be tested for compatibility prior to use.
Floors treated with Guard-W that lose the initial sheen can be re-burnished to restore the sheen and enhance
water and stain resistance.
Dries more quickly than solvent-based guard products, which allows faster turnaround and expedites
completion on the jobsite.
Contains lithium silicate which will improve the gloss level and surface durability of ground and polished
concrete when used with a high-speed burnisher.
Demonstrate enhanced clarity; the final color will generally be deeper than that of the original installation.
Improves resistance to water intrusion, reducing maintenance costs.
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